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Abstract— Robotic grasping in an open environment requires

both object-speci ¢ as well as general grasping skills. When the
objects are previously known it is possible to employ techniques

that exploit object models, like geometrical grasping simulators. -

On the other hand, a competent system will also be able to deal Perception | | Sease | 2P tion/
with unmodeled objects using general solutions. Optimization Supervision

In this paper we present an integrated system for au-
tonomous rigid-object pick-up tasks in domestic environments,
focusing on the gripping of unmodeled objects and exploiting g
sensor feedback from the robot hand to monitor the grasp. We ’ #, ;
describe the perception system based on time-of- ight range Q ‘;* f’?ﬁ -
data, the grasp pose optimization algorithm and the grasp N !
execution. The performance and robustness of the system is A o

validated by experiments including pick-up tasks on many
different common kitchen items.

Fig. 1. Overview of the proposed system.
. INTRODUCTION o ) )
) ] optimization algorithm. (3) A method to incorporate torque
Our goal is to build a general and competent contralgngors in the ngers to detect collisions and improve grasp-
system for mobile manipulation robots performing plck-mg_ Brie y said, we present a working system that uses 3D

and-place tasks in human environments. We can expegiicention with a time of ight (ToF) camera and torque
to have information and detailed models of many of thgensors in the ngers to reliably manipulate a large set of

objects present, and this should be employed to the greatgginodeled objects. For a video demonstration, see [1].
possible advantage; but in any open environment the robot

will certainly encounter unknown objects, or due to sensor Il. RELATED WORK
uncertainty, it might fail to recognize known ones. Natale et al [2] present a system that deals with great
To deal with these issues we are developing a pick-angncertainty in the position of the manipulator by using tactile
place control system that employs two general classes ffedback to explore the objects. This is inspiring work for
grasping strategies: (1) informed grasping strategies that us@orporating sensors in the robot's hand. We calibrate our
models of the objects to plan or infer adequate graspingbot to be able to act quickly and accurately when the
actions using the model as an information resource arggnsors allow it, and follow the same idea of exploration
(2) general methods that can grasp objects successfulbhen the estimates of position and/or size were not precise.
without having model information and just relying on singleAnother very interesting work shows manipulation of tex-
view sensor data. tured objects based on a single view [3]. A very advanced
In this paper we investigate the second class of graspisystem was presented on a HRP-2 in [4]: it additionally
strategies, the ones applicable without having prior modeltcludes the veri cation of a manipulation task by vision
An overview of this grasping strategy is shown in Figure 1in daily life environments, this system also uses previously
The robot, which is depicted in Figure 2, is ordered to grasknown objects and visual modalities and a simple hand, while
an object on a table, so it moves its time-of- ight camera anit uses the full body for manipulation.
obtains a point-cloud of the table and the object. The object Saxena et al describe an advanced system to grasp novel
of interest is segmented from the point cloud, and a Gaussiabjects using visual [5] and ToF [6] information. One impor-
point distribution representation is calculated (Sec. V). Thigant difference is that our system does not need training data
is the simplest model that can represent the position, size aadd that it uses the torque sensors from the hand to monitor
orientation of the object including the perceptual uncertaintyand improve the grasp.
We then use a simpli ed model (Fig. 7) of our robotic hand to A simple grasp planning was shown by Vahedi and Stap-
nd a good hand orientation and approach vector consideringen presented in [7] for a three ngered hand could encage a
obstacles. polygonal region, and could approximate a grasp in a com-
The main contributions of this paper are: (1) A perceptioputationally complexity irO(n®) (n = length of Polygon). In
system based on time-of- ight range data that representontrast we present here a fast probabilistic encaging of an
objects as Gaussian point distributions. (2) A grasp posexmodeled object including a set of unmodeled obstacles.



The work of Geidenstam et al. [8] has shown grasp plarf
ning of previously unmodeled objects, which unfortunatel
requires on the one hand high quality input measureme
and on the other hand relatively high computation time
Geometrical-simulation grasp planners like Grasplt [9] r
quire object meshes or CAD models to work, or at lea P
point clouds with approximated faces and normals. Both afe——

L |

not necessary for our approach. Fig. 4. The robot observes a cup. On the left, an RGB camera image, and
IIl. ROBOT PLATFORM on the right, two different views from the point cloud data.

Our mobile manipulation robot 'TUM-ROSIE' is depicted = « . | o
in Fig. 2. The components used for the system describe »

in this paper are: a KUKA omnidirectional platform, two

KUKA LWR-4 7-DOF lightweight arms, two DLR-HIT

hands acting as end-effectors, an Amtec-Robotics PW-0

pan-tilt unit, and a SR4000 time-of-ight camera from el ﬁ’:

MESA Imaging. There are two on-board computers runningig 5. on the left, a Gaussian point distribution correctly represents the
Debian GNU/Linux, and we use extensively the YARP[10Fkup. Middle and right: One chosen grasp pose from different perspectives.
and ROS[11] middlewares, which also allows us to run

parts of the system on additional computers. The arms aire [12], [13], [14]. Our system has a wide spectrum of
controlled over an independent Ethernet connection usirglgorithms going from general obstacle detection to specic
KUKAs Fast Research Interface (FRI) to send joint-velocityobject recognition and localization, but here we will concen-
commands at 500Hz. trate on the detection of unmodeled objects.

The perception system uses data from a time-of- ight
range camera mounted on the Pan-Tilt unit. Fig. 4 shows ToF
data from a cup. The 3D data is very noisy and incomplete
(mostly only the front face of the object can be seen). Both
facts are clearly noticeable by looking at the point cloud from
a different perspective as the sensor.

Our robot operates in a kitchen environment, so we use
the assumption that the objects we would like to manipulate
will be placed on a plane, usually the table top or the counter
top.

The system will identify a supporting plane on the point
cloud, and the unknown objects can be easily found by
separating the points that protrude from that plane. Then
the points are clustered based on the euclidean distance
and for each cluster, the system returns one Gaussian point
distribution.

The mean and covariance matrix of the point distribution
represent an approximated hull of the object. This represen-
tation of the cluster is very compact: 3 numbers representing
the position of the center, and a 3x3 matrix that represents
the shape.

All the detected objects are used by the manipulation
system. One of them is chosen as the object to grasp, and
the rest are considered as obstacles for that grasp-action.

This algorithm works reliably, even considering that the
ToF camera can be very noisy in some situations. An

s _Go example of the point cloud data can be seen in Fig. 5,
Fig. 3. Robot's camera view while rasping a cup. Objects are ofte”mluqmg sr_naII colored group of axes that _reprgsgnt _the
partially occluded during grasping. covariance in 3D. It can be seen that the point distribution

represents the original object closely. Some objects, like the
IV. PERCEPTION: RINT-CLOUD SEGMENTATION AND |ce Tea box seen in Fig. 8 are only partially perceived by
OBTAINING THE GAUSSIAN POINT DISTRIBUTION the ToF camera, so the point distribution will be smaller than
We work towards robotic agents that excel at manipulatinthe real object. In Section VI we explain how we deal with
everyday household objects. The methods we use are detaithib issue.



All the kinematic chains that are involved are preciselyfhand rotation) we get the following function for calculating
calibrated (e.g. the mounting position of the ToF camera, @ PointP} = [xi;yi;z,-_,]T on the approaching phase éowa(@d

the pose of the Pan-Tilt unit). A small error of one or twoat distanced: (d 2casb+chx sasby
degrees in the pose of the camera will translate to severaP|(a;b;Q)= Q+4 (d 2)cach+ sbx + sacby; °; (3)
centimeters of error in the estimated position of the objects. (d 2sa+cay

Our current calibration assures a residual spatial error und

a centimeter, which is substantially lower than the expecte hereca denotes cds) and sa denotes si(a). If we
X ' y PeCtetroduce now a special distribution case of objects, that have
noise of our ToF camera.

a clean major axis along the robot's Z axis (equal to the
V. GRASP POSE OPTIMIZATION BASED ON table's normal), we get this special case for the covariance:
GAUSSIAN POINT DISTRIBUTIONS

sx ¢ O
Given our simple representation of the position and shape S,=@ ¢ s O A (4)
of the object, our grasp planner has to nd an appropriate 0 0 s

pose where the robot can execute a general force-closur

grasp, like a 3- nger-pinch rhis special S allows a general minimization for an

optimala. Which can be expressed by

argminf(Py(a;b);Q;S) %)

This minimum can be estimated by set the derivativef of
equal to zero, while settin@ =[0;0;0]" without loss of
generality:

Df(Py(2);[0;0;,0]";S;) _

— =

which results in two solutions solving for independent
from all other parametersa; = 0;a, = %. The result is
intuitive: if an object is placed upright on a table, we only
have to evaluate if we better grasp from the top or from

0; (6)

1

Fig. 6. We parametrize the grasp with three valugsin uences the . . T .
steepness of the gradp,in uences the direction of the grasd,de nes the ~ the side. This does not hold for any inclined objects or any

nal distance between hand center and the object center. objects placed on a ramp, but it is valid for most household

. . items and all our test objects.
Our strategy is to nd a hand pose that brings the center otfe )

the palm as close as possible to the object, while avoidi
collisions by maximizing the distance of the object to the
points representing the ngers.

These contradicting goals can be jointly solved usin
our representation of measurements of unknown objects
a point distribution: We model all objects as a Gaussi

distribution of material around the estimated object centd
mwith a covariances. see section |V. Fig. 7. Simpli ed hand model. Red circles indicate the points used in the
' kinematic model. The yellow circle shows the origin of the hand reference

We can approximate the probability of a collision 0ffame The left hand is shown.

; i — Iy v AT wi ; —
f‘mx.”%?;;]'? t?;smon P=Dxy.4" with the object atQ = In order to characterize the hand properties we de ne a set
Y _ _ _ - of pointsP{“°. They are shown in Fig. B andP; describe
dRQ=[x mqy miz m] @) the connection between thumb and the other ngers, which
1 1 1 T is a critical collision pointhl”9 are the positions of the other
f(RQS) = Qeﬁ(s)exp Ed(P’ QS “d(RPQ) (@) ngers. All P, are just de ned likeP; with a constant offset
in hand coordinates, which can be easily derived fi@Qnma
based on the standard Gaussian probability density fungndb. We de ned the z-axis of the hand so that it start®%t
tion for joint random variables witb = ( 2p)*%. The random and it points towards the object @ This axis is controlled
variables are here the three component®oThose compo- by the two parametera andb while the palm is along the
nents are not independent since we measure the end effegfixis, which is normal to the plane described by the z-axis
position in terms of the arm, while measuring the objects iaf the object and the hand. Basically, the hand-model is a
terms of the camera. kinematic tree representing the ngertips and internal points
Given this functionf we can now evaluate a certain graspof the palm.
and we can calculate an optimal grasp regarding this criteria. The simpli ed error function for a point under the given
Figure 6 shows how we parameterize the position of thgssumptions is then:
hand with the angle out of the x-y plare (approaching ) _ . p
angle, de ned positive) and one angle around the z-axis ~ fs= Min(f(Py(0;b;Q); Q;S); f(Pé(Eib?Q)3Q3 S) @



Which leads to the best con guration for an object oating
in free space:

9

[b;a]= argming fs(i;d;b;Q;S) ®8)
b;a i=0

whereb is, due to the symmetry of our point distribution, a

value between 5 andb anda = 0 or §. The choice ofd

which is a value betweemin(s,;s,;s;) and(maxs,;sy; ;) +

flngerlength not only depends on thl_s CO||IS_I0n [_)I’O_bablhty, a) A scene seen by the robot's RGB) Scene data from the ToF camera.

but also on the enclosure probability, which is inversely.amera. Calculated grasp poses are shown.

correlated withd. Then it requires an additional optimization

for this parameter.

Incorporating the table leads to further reduction of the
parameter space i@ andd for small objects:
. d—e
M Zaple < palm2W|dth ) a= % ( )

) d> zapet+ fingerlength

Further objects on the table at positi) = [nﬂ;mjj;ni]
must be considered if they con ict with the arm trajectory.
This only is the case, if the two following conditions hold:

(c) Resulting grasp position on the) Resulting grasp position on the
ice tea box(top view). ice tea box (side view).

Fig. 8. Visualization of selected grasps in a scene.

m n<s (10)
r . : VI. GRASP EXECUTION AND SUPERVISION
m m + m ny > fingerlength  (11) A petection of collisions in the ngers
All relevant obstacles are collected@=[ Q; Q1; Q2::Qn] As was seen at the end of Section IV, it is possible that
andS = [S:S;;S::Sy]. Both variables contain as a rst the perception system underestimates the size of the object
element the object to grasp, and subsequently all detect@fjinterest due to occlusion, or measures the object's position
obstacles. Eq. 7 can be generalized for an obstacle: inaccurately due to sensor uncertainty. Executing a 'blind' or

sensor-less grasp procedure will not be reliable due to the
fsj = min(f(p(ij(o; Q:Q;S)); f(Pé(B;Q);Qj;Sj)) (12) important effect caused by small errors in the pose estimation
2 or calibration.

This adaption can be incorporated into Eqg. 8, which now The best place to get information about the object being
can calculate the desired grasp con guration in our setup inmanipulated are the ngers themselves since they are the
few iterations oved andb. The optimization process should closest and most reliable source of contact information. The
best start at & corresponding to the smallest extension oDLR-HIT hand is equipped with three torque sensors on
the object and at the smallest possible distathiceearching each nger, placed near each joint. Our hand controller
for the rst local minimum. reads torque data constantly from the ngers, and uses it to

This adaption of Eg. 8 follows: detect collisions with the object during the approach phase.

N3 . A collision can simply be detected by applying a threshold
[bia]= aLQam'”@ a fs(hdib;QQS) as  (13) o the Itered torque streams, as can be seen in Fig. 9(b).
S Sensing and positioning of the arm will always have
where N denotes the number of obstacles which can bencertainties, so we employ a haptic approach to make the
adapted during the grasp in case of unexpected collisiogsasping more robust: A detected collision event on any
of the hand with the target objecty is a factor charging nger indicates that our estimation of the object's shape
for a further delta depending on the number of nger pointand/or position was wrong, but we can use the position of
andd. The addedQ; would be the nger position at the the collision to improve the estimation, so the system can
time of collision andS; will be the uncertainty of the hand locally correct the grasp. See Eq. 13 where the results are
obstacle relation at this time, which we assumed constant.tliken into account. Basically, the hand is moved back, the
a collision is detected during the execution of the approagbosition where the crash was detected is put back into the
and grasp movement, the hand is moved back and a ngrasp planner as a possible obstacle, and a new grasp pose
calculation of the optimal grasping pose is done. can be calculated. The system also checks if the new desired

To conclude this section, we have shown a simple errgrosition is reachable by the hand using a position-inverse-
measurement that allows searching on only three variabl&iematics algorithm, and can look for other grasp positions
for a good grasping pose taking into account possible obstantil it nds an appropriate one.
cles during the approach to the grasp position. Since this algorithm is designed to put the ngers around



Object Size(WxHxD in cm) Success/Trials
Tape roll 5x5x4 214
White Porceilain cup 6x6x4 44
Blue Porcelain cup 6x6x4 3/4
Melitta Coffee Filters Small 2X5x7 212
Paper Towel 28X7X7 414
Melitta Coffee Filters Big 4x8x20 414
Qi i i Assam-Blend Tea box 7x10x17 414
(a) Approach, collision, pull-back, grasping using the corrected pose. o 1177 44
Soup Box (Heisse Tasse) 11X7x7 414
Green Teapot 22x17x12 1/1
Peppermint Tea box 16x7x6 414
Nivea Shower gel 17x8x3 1/8
Iced Tea 27x10x10 4] 4
Leibniz cookies 22X7x4 414
Paper cup 6Xx6Xx4 3/4
l Total [ [ 48 / 59 l
TABLE |

RESULTS OF THE GRASPING EXPERIMENTS ON HOUSEHOLD ITEMS

(b) Base torque data for the middle nger. of objects and obstacles. (3) calculates approach and grasp
‘ o ‘ poses using the grasp pose optimizer. (4) con gures the
Fig. 9. The collision with the object can clearly be detected based on tgactor e|d accordingly, moves the arm, deals with collisions.
torque data. The nger was in contact with the object for 0.3 seconds. . . .

(5) executes a 3- nger pinch on the hand. (6) lifts the object,
the object as closely as possible, all that is needed is E)ar%it(iac\)/gluates the grasp. (7) drops the object at a pre-de ned
simple enveloping grasp. We chose a 3- nger pinch on our : .

DLR-HIT hands, but the same algorithm would work with a Errors can be detected durlng_each s_;tep of the pr(_)cedure,
and the controller takes corrective action, e.g. moving the

parallel- nger manipulator (with torque sensors installed t : ) -
detect crashes on the ngers). %and out of the way, and detecting objects again if the grasp
was not successful.

B. Motion control

VIl. EXPERIMENTAL RESULTS

In order to guide the motion of the arm and the hand for ) )
manipulation, we employ a system based on vector elds The followmg_ experiments show the robustmess of the
[12], where it is possible to create point attractors, as wellOPosed grasping system for unmodeled objects, as well
as planar and spherical repellers. We can easily encode fi the entire system accuracy.
available information from the environment: the desired posg Handling Different Objects
of the end effector, and all the detected obstacles.

The KUKA LWR-4 arms are being operated in Joint-
Impedance mode, with a low stiffness set for each joint
for safety. The arm could be pushed by a person or have
a collision at any time, and the motion controller should
deal with this gracefully and continue towards the desired
pose while avoiding obstacles. For this reason, we do not
pre-calculate any trajectories.

Our current implementation has an on-the-y recon g-
urable vector eld that decides the direction in which the end
effector of the arm should move, and it feeds this to a damped
least squares inverse kinematics algorithm for nding the
joint velocities. This loop runs in real time (currently 240Hz).
The vector eld also observes additional constraints, like The test set contains 15 objects which can be seen in
the distance of each joint to its limits, or the distance oFigure 10. We consider a grasp attempt successful if the
the whole arm posture to a preferred one, and in uencesbject was lifted from the table, and held in the hand for
the inverse kinematics algorithm by changing constantly that least 10 seconds. The statistics about successful grasps
joint-weights (affect the relative movement of the joints)can be found in Table |. The robot grasped correctly the
or task-weights (affects how much importance is given tenajority of the random kitchen objects. The overall success
position or orientation in Cartesian space). was approx. 80 percent, decreasing mostly due to one object

For the experiments described in this paper, we used(&ivea shower gel”), that was dif cult to grasp. Since the
relatively simple high-level controller that: (1) moves thesystem can recognize failed grasp attempts, it can repeat the
hand and the arm out of the view of the sensors in thaction (including perception), and this would improve the
head. (2) asks the visual perception system for positionsliability.

Fig. 10. The household items used for testing. Results in Table I.



reach the desired position perfectly because of low stiffness
and external interference.

IX. FUTURE WORK

We are currently integrating a grasp planner that uses
meshes of the hands/objects to evaluate possible grasps.
The idea is to use it for known objects, and fall back to
the system described here when no model can be found.
We also plan to extend the sensing capabilities of the
hand to have more accurate information about the ob-
jects in it, as well as detect slippage very early in the
grasp. With this additional information, it would be pos-
sible to correct a failing grasp attempt. We will release
the code used for these experiments under a free soft-
(c) Avoiding an obstacle (d) Dropping ware license, as a part of the of cial TUM ROS repos-

Fig. 12. This sequence illustrates a transport task using collision avoidanég?ry at http://tum-rqs-pkg.svn.sourceforge.net/viewvc/tum—
ros-pkg/stacks/grasping/ .
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